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The Selectable Strip Linear Light can be widely 
used for indoor (damp locations) Excellent for
hospitals,schools,shops,restaurants,storage 
rooms, supermarkets, etc.

FEATURES
• Luminous part is integrated and fastened
to fixture body by snap-locks.
•  End-caps adopt integrated bending
technique.
• Field-adjustable light output and CCT.
• 12Vdc auxiliary dimming
• Motion sensor control available (Optional)

SPECIFICATION

WATTAGE (4FT) 25W///30W///40W (8FT) 55W///60W///65W

LUMEN 3806 lm/4653lm/6100lm 8595 lm/9190 lm/9677 lm

EFFICACY ≥130 lm/W

CCT 3500K/4000K/5000K

CRI 80

INPUT VOLTAGE AC120-277V

LIGHT ANGLE 112º

POWER FACTOR 0.90

DRIVER EFFICACY 86%

DIMMING 0-10V Dimming

WORKING TEMPERATURE -4ºF ~ 122ºF

LIFESPAN (L70) 100,000 hours

PROTECTION LEVEL Damp locations

CABLE NO CABLE 

WARRANTY 5 year limited

Simply select desired CCT and 
Wattage before installation

4’

Tunable Wattages:(2FT)15W/20W/25W ; (4FT)25W/30W/40W ; (8FT)55W/60W/65W

8’

E354939

DEFAULT SETTING 25W&4000K 65W&4000K

    CCT 
Selectable

POWER
Selectable

TYPE 90285-4-T 90285-8-T

Buckle design,Convenient 
disassembly and assembly

2’

90285-2-T

(2FT) 15W///20W///25W

2285 lm/3077lm/3719lm

40W&4000K
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DIMENSION
Unit:mm/inch

CONTROL (SOLD SEPARATELY)EMERGENCY BACK-UP (SOLD SEPARATELY)

2/5

ST

PRODUCT

ST (Strip Linear Light)

LPT

PRODUCT

2FT

SIZE

2FT (2-foot)

4FT (4-foot)

8FT (8-foot)

3545K27

CCTVOLTAGE

152025

WATTAGE

50.59” x 9.84” x 5.98”

WATTAGE  55W/60W/65W     

GR. WEIGHT 8.49 lbs (4 pcs/carton)

BOX DIM. 98.03” x 6.89” x 5.91”

RC-100
Microwave Sensor
Remote Controller

253040W - 
(25W/30W/40W)

3545K - 
(3500K/4000K/5000K)

27 - (120-277V)

4’

  25W/30W/40W   

GR. WEIGHT 4.41 lbs (6 pcs/carton)

WATTAGE

556065W - 
(55W/60W/65W)

Tunable Wattages:(2FT)15W/20W/25W ; (4FT)25W/30W/40W ; (8FT)55W/60W/65W

STANDARD ACCESSORIES(standard)

  1.2M CABLE 
(2FT,4FT,8FT)

J-BOX COVER V-HOOK

STANDARD ACCESSORIES(SOLD SEPARATELY)

WIRE GUARD

8’

564/22.2”

2392/94.2”

BOX DIM.

2’

25.63” x 9.84” x 5.98”

  15W/20W/25W   

GR. WEIGHT 2.65 lbs (6 pcs/carton)

WATTAGE

BOX DIM.

152025W - 
(15W/20W/25W)

(2FT,4FT,8FT) (2FT,4FT,8FT) (2FT,4FT,8FT) (2FT,4FT,8FT) (2FT,4FT,8FT)

1202/47.3”

WSD-ST-SMA
Surface Mount Accessories 
for Strip lights

WSD-ST-CROSS PIECE
Strip Light Connection 
Piece

WSD-EMS8W27-XX
8W Emergency Backup Battery 
LED Driver

WSD-EMS15W27-XX
15W Emergency Backup Battery 
LED Driver

WSD-EMS20W27-XX
20W Emergency Backup Battery 
LED Driver

LED Selectable Strip Linear Light

ANT-3C
Microwave Motion Sensor

E

CONTROL

M(Motion Sensor)
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PHOTOMETRICS

ST4FT253040W27-3545K (40W&3500K)

ST4FT253040W27-3545K (40W&5000K)

ST4FT253040W27-3545K (40W&4000K)

For complete IES files, please visit our website.

Tunable Wattages:(2FT)15W/20W/25W ; (4FT)25W/30W/40W ; (8FT)55W/60W/65W

C0 PLANE ISOLUX DIAGRAM (UNIT:lx)
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UNIT:cd
C0/180,122.1

UNIT:cd

C90/270,103.1

AVERAGE BEAM ANGLE(50%):112.6 DEG

0

300

600

900

1200

1500

LUMINOUS INTENSITY DISTRIBUTION DIAGRAM

1m 251.99cm533.1,1496lx

2m 503.97cm133.3,374.1lx

3m 755.96cm59.24,166.3lx

4m 1007.95cm33.32,93.52lx

5m 1259.94cm21.33,59.85lx

6m 1511.92cm14.81,41.56lx

7m 1763.91cm10.88,30.54lx

8m 2015.90cm8.330,23.38lx

9m 2267.89cm6.582,18.47lx

10m 2519.87cm5.331,14.96lx

Height Eavg,Emax DiameterAngle:103.12deg

Flux out:2744 lm
262.5' 80.00m

210.0' 64.00m

64.00m

210.0'

157.5' 48.00m

105.0' 32.00m

32.00m

105.0'

 52.5' 16.00m

  0.0'  0.00m

0.00m

0.0'

 52.5' 16.00m

105.0' 32.00m

32.00m

105.0'

157.5' 48.00m

210.0' 64.00m

64.00m

210.0'

262.5' 80.00m

MOUNTING HEIGHT: 66'(20.0m)

  3% 0.1109lx 0.0103fc

  5% 0.1848lx 0.01716fc

 10% 0.3695lx 0.03433fc

 30% 1.109lx 0.103fc

 50% 1.848lx 0.1716fc

C0 PLANE ISOLUX DIAGRAM (UNIT:lx)
MH(m)
2

3

4

5

6

7

8

9

10

11

12
0.0 4.5 9.0

S(m)240
200

160
120

78.0

39.0
31.0

20.0
16.0

12.0

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

UNIT:cd
C0/180,122.1

UNIT:cd

C90/270,103.2

AVERAGE BEAM ANGLE(50%):112.6 DEG

0

400

800

1200

1600

2000

LUMINOUS INTENSITY DISTRIBUTION DIAGRAM

1m 252.39cm566.6,1590lx

2m 504.79cm141.6,397.4lx

3m 757.18cm62.95,176.6lx

4m 1009.58cm35.41,99.36lx

5m 1261.97cm22.66,63.59lx

6m 1514.36cm15.74,44.16lx

7m 1766.76cm11.56,32.44lx

8m 2019.15cm8.853,24.84lx

9m 2271.55cm6.995,19.63lx

10m 2523.94cm5.666,15.90lx

Height Eavg,Emax DiameterAngle:103.21deg

Flux out:2916 lm
262.5' 80.00m

210.0' 64.00m

64.00m

210.0'

157.5' 48.00m

105.0' 32.00m

32.00m

105.0'

 52.5' 16.00m

  0.0'  0.00m

0.00m

0.0'

 52.5' 16.00m

105.0' 32.00m

32.00m

105.0'

157.5' 48.00m

210.0' 64.00m

64.00m

210.0'

262.5' 80.00m

MOUNTING HEIGHT: 66'(20.0m)

 3% 0.1177lx 0.01093fc

 5% 0.1961lx 0.01822fc

10% 0.3922lx 0.03644fc

30% 1.177lx 0.1093fc

 50% 1.961lx 0.1822fc

C0 PLANE ISOLUX DIAGRAM (UNIT:lx)
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UNIT:cd
C0/180,122.1

UNIT:cd

C90/270,103.1

AVERAGE BEAM ANGLE(50%):112.6 DEG

0

400

800

1200

1600

2000

LUMINOUS INTENSITY DISTRIBUTION DIAGRAM

1m 251.99cm543.0,1521lx

2m 503.97cm135.7,380.2lx

3m 755.96cm60.33,169.0lx

4m 1007.95cm33.94,95.04lx

5m 1259.94cm21.72,60.83lx

6m 1511.92cm15.08,42.24lx

7m 1763.91cm11.08,31.03lx

8m 2015.90cm8.484,23.76lx

9m 2267.89cm6.704,18.77lx

10m 2519.87cm5.430,15.21lx

Height Eavg,Emax DiameterAngle:103.12deg

Flux out:2795 lm
262.5' 80.00m

210.0' 64.00m

64.00m

210.0'

157.5' 48.00m

105.0' 32.00m

32.00m

105.0'

 52.5' 16.00m

  0.0'  0.00m

0.00m

0.0'

 52.5' 16.00m

105.0' 32.00m

32.00m

105.0'

157.5' 48.00m

210.0' 64.00m

64.00m

210.0'

262.5' 80.00m

MOUNTING HEIGHT: 66'(20.0m)

  3% 0.1129lx 0.01049fc

  5% 0.1881lx 0.01748fc

 10% 0.3762lx 0.03495fc

 30% 1.129lx 0.1049fc

 50% 1.881lx 0.1748fc

LED Selectable Strip Linear Light
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PHOTOMETRICS

ST8FT556065W27-3545K (65W&3500K)

ST8FT556065W27-3545K (65W&5000K)

ST8FT556065W27-3545K (65W&4000K)

For complete IES files, please visit our website.

Tunable Wattages:(2FT)15W/20W/25W ; (4FT)25W/30W/40W ; (8FT)55W/60W/65W

C0 PLANE ISOLUX DIAGRAM (UNIT:lx)
MH(m)
2

3

4

5

6

7

8

9

10

11

12
0.0 4.5 9.0

S(m)460
380
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76.0
61.0

38.0
31.0

23.0
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-/+180

-150

-120
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-60

-30

UNIT:cd
C0/180,119.1

UNIT:cd

C90/270,104.7

AVERAGE BEAM ANGLE(50%):111.9 DEG

0

700

1400

2100

2800

3500

LUMINOUS INTENSITY DISTRIBUTION DIAGRAM

1m 259.25cm1085,3080lx

2m 518.50cm271.2,770.1lx

3m 777.74cm120.5,342.3lx

4m 1036.99cm67.79,192.5lx

5m 1296.24cm43.39,123.2lx

6m 1555.49cm30.13,85.56lx

7m 1814.73cm22.14,62.86lx

8m 2073.98cm16.95,48.13lx

9m 2333.23cm13.39,38.03lx

10m 2592.48cm10.85,30.80lx

Height Eavg,Emax DiameterAngle:104.70deg

Flux out:5787 lm
262.5' 80.00m

210.0' 64.00m

64.00m

210.0'

157.5' 48.00m

105.0' 32.00m

32.00m

105.0'

 52.5' 16.00m

  0.0'  0.00m

0.00m

0.0'

 52.5' 16.00m

105.0' 32.00m

32.00m

105.0'

157.5' 48.00m

210.0' 64.00m

64.00m

210.0'

262.5' 80.00m

MOUNTING HEIGHT: 66'(20.0m)

  3% 0.2290lx 0.02127fc

  5% 0.3817lx 0.03546fc

 10% 0.7633lx 0.07091fc

 30% 2.290lx 0.2127fc

 50% 3.817lx 0.3546fc

C0 PLANE ISOLUX DIAGRAM (UNIT:lx)
MH(m)
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UNIT:cd
C0/180,118.8

UNIT:cd

C90/270,104.8

AVERAGE BEAM ANGLE(50%):111.8 DEG

0

600

1200

1800

2400

3000

LUMINOUS INTENSITY DISTRIBUTION DIAGRAM

1m 259.58cm1038,2955lx

2m 519.15cm259.4,738.8lx

3m 778.73cm115.3,328.4lx

4m 1038.30cm64.86,184.7lx

5m 1297.88cm41.51,118.2lx

6m 1557.45cm28.83,82.09lx

7m 1817.03cm21.18,60.31lx

8m 2076.60cm16.21,46.18lx

9m 2336.18cm12.81,36.48lx

10m 2595.75cm10.38,29.55lx

Height Eavg,Emax DiameterAngle:104.77deg

Flux out:5537 lm
262.5' 80.00m

210.0' 64.00m

64.00m

210.0'

157.5' 48.00m

105.0' 32.00m

32.00m

105.0'

 52.5' 16.00m

  0.0' 0.00m

0.00m

0.0'

 52.5' 16.00m

105.0' 32.00m

32.00m

105.0'

157.5' 48.00m

210.0' 64.00m

64.00m

210.0'

262.5' 80.00m

MOUNTING HEIGHT: 66'(20.0m)

  3% 0.2193lx 0.02037fc

  5% 0.3655lx 0.03395fc

 10% 0.7310lx 0.06791fc

 30% 2.193lx 0.2037fc

 50% 3.655lx 0.3395fc

C0 PLANE ISOLUX DIAGRAM (UNIT:lx)
MH(m)
2

3
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5
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8
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12
0.0 4.5 9.0

S(m)430
360
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-30

UNIT:cd
C0/180,119.4

UNIT:cd

C90/270,104.6

AVERAGE BEAM ANGLE(50%):112.0 DEG

0

600

1200

1800

2400

3000

LUMINOUS INTENSITY DISTRIBUTION DIAGRAM

1m 258.73cm1023,2899lx

2m 517.47cm255.7,724.8lx

3m 776.20cm113.6,322.1lx

4m 1034.93cm63.92,181.2lx

5m 1293.67cm40.91,116.0lx

6m 1552.40cm28.41,80.54lx

7m 1811.14cm20.87,59.17lx

8m 2069.87cm15.98,45.30lx

9m 2328.60cm12.63,35.79lx

10m 2587.34cm10.23,28.99lx

Height Eavg,Emax DiameterAngle:104.59deg

Flux out:5457 lm
262.5' 80.00m

210.0' 64.00m

64.00m

210.0'

157.5' 48.00m

105.0' 32.00m

32.00m

105.0'

 52.5' 16.00m

  0.0'  0.00m

0.00m

0.0'

 52.5' 16.00m

105.0' 32.00m

32.00m

105.0'

157.5' 48.00m

210.0' 64.00m

64.00m

210.0'

262.5' 80.00m

MOUNTING HEIGHT: 66'(20.0m)

  3% 0.2158lx 0.02005fc

  5% 0.3597lx 0.03341fc

 10% 0.7193lx 0.06683fc

 30% 2.158lx 0.2005fc

 50% 3.597lx 0.3341fc

LED Selectable Strip Linear Light
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