
Steam Distiller
DS1G
Purification System
Pure, Distilled Water, It's that Simple
Easy to operate
You will love using our model DS1G Steam Distiller. 
Fill the stainless-steel boiler with tap water, place cover 
on unit and press the button. Shortly after you will have 
the purest possible distilled water.

Features:
• Rapid distilled water production:
  produces 4L of distilled water in 3.5 hours
• On/Off Switch: Start or stop condensation
  process at any time.

 

PN# DS1G



Tuttnauer USA Co. Ltd.
25 Power Drive, Hauppauge, NY 11788
Tel: +800 624 5836, +631 737 4850, Fax: +631 737 0720  
E-mail: info@tuttnauerUSA.com, www.tuttnauerUSA.com

Accessory Items:
 

KleenwiseTM Distiller
Cleaner and Descaler
PN# KSD

Visit our blog: tuttnauerUSA.com/blog/
Learn from our experts.
Visit: tuttnauerUSA.com/promotions/
Learn more about our promotions

1.  Top body
2.  Main body
3. Top body power cable
4. Top body socket
5.  Power cord socket
6.  ON/OFF Switch
7.  Water Outlets
8.  Water Container
9.  Indicator Light
10. ON/OFF Switch

DS1G Water Distiller
Rated voltage: 110-120V
Rated frequency: 50-60 Hz
Rated power: 750W
Max capacity: 4 Liters
Amount of distillation: 1 Liter per hour

Clean & Simple
Ultrasonic Cleaning System
PN#CSU1

Product Model no.:  DS1G

Product Name:  Water Distiller

Rated voltage:  110-120V

Rated frequency:  50-60Hz

Rated power:  750W

Max capacity:  4.0L/1G

Amount of distillation:  1L/h

Product Features
◆Rapid water production: 4L of distilled water can be produced in 3.5 hours.

◆Advanced silent fan + two disc super cooling technology: Steam super cooling.

◆ON/OFF switch: Start or stop condensation production at any time.

◆Anti-dry burning function: When tank is empty, DS1G will automatically shut off.

WARNING
Before using this product, please read these instructions carefully and keep them for future reference.

★Do not immerse the head and base in water or other liquid, nor flush with faucet.

★After the water in the boiling tank is empty and unit has shut down, the machine head 

can be opened after 10 minutes to avoid possible burns caused by steam. 

★Before the product is plugged in, make sure the plug is a 120V outlet.

★If plug, socket or product is damaged do not use and call Tuttnauer Technical Support 631-737-4850 x433.

★This product is not suitable for children.

★Before cleaning, turn power switch off and unplug both head component and power plug.

★Before use, add 1.0L of water and 2 tablespoons of citric acid into the tank of the main 

engine, cover the head assembly, turn power on and boil water for about 20 minutes, after 

pouring out the water, rinse the tank and the distillation cover with clean water (the 

distilled water made for the first time cannot be used for drinking).

★When cleaning the interior, only use soft cloth to clean the inner tank of the main engine and the inner tank of 

the machine head, to avoid scratches to form, which will cause dirt accumulation in the gap with fine scratches.

★ When it is necessary to stop the production, you can close the ON/OFF switch, there is no need to wait for 

the main tank of the water to be completely dry.

★ This product can continuously produce condensed water, after waiting 10 minutes 

after each cycle. Just refill the tank with water and restart.

★ Installation and disassembly of outlet nozzle are shown in the diagram on the right:

Instructions For Use
◆Open the package, take out the machine (the whole machine extension head and host machine), extract the 

head, and take out the inner parts of the tank.

◆ Add the water with the maximum scale water level into the main engine tank (do not exceed the water level).

◆ Place the machine head on the main machine (check whether the sealing ring of the machine head is 

properly installed and not leaking), insert the connecting power plug (product plug) of the machine head into the 

socket of the machine head, and insert the power cord plug (product plug) into the power socket of the machine 

head.

◆ After making sure the plug is properly connected and fastened, insert the power plug into the wall socket.

◆ Turn ON the ON/OFF switch of the main engine, and then press the start button. The indicator of the start 

button lights up, the head fan starts to turn, and the main engine enters the heating state.

(When first used, turn ON the ON/OFF switch and the indicator light is ON)

◆ When the host machine is heated for about 30 minutes, the distilled water starts to drip out slowly from the 

outlet of the host machine until the water in the tank is completely dried and automatically protected by tem-

perature control.

Cleaning
◆If the shell is soiled, wipe it with a soft cloth.

◆After each use of the main boiling tank, rinse the tank with clean water.

◆Use Kleenwise every month to avoid scale and keep your boiling tank clean.

◆ Add 1.0L water and 2 tablespoons kleenwise into the boiling tank, without covering the head 

component, boil water for about 30 minutes after turning on, then pour out the water and use it to clear 

rinse with water. If scale cannot be removed at one time, the above method can be repeated for cleaning.

Troubleshooting Tips
◆ Undistilled water leaks out

1. The power supply of the host and the power socket of the machine head are not plugged into the 

socket. Please check and plug it again.

2. Did not press the start button (the red indicator light did not go on).

3. No water is added to the boiling tank.

◆ The amount of water distilled each time is not enough

1. The water in the boiling tank does not reach the maximum water level scale.

2. Leakage or poor sealing of the sealing ring of the nose assembly shall be checked, and the sealing ring 

shall be reinstalled or replaced with a new one.

3. No water is added to the tank of the main engine.

4. The outlet nozzle of the machine head is not properly installed, which needs to be removed and 

reinstalled.

◆ The head assembly water boiling process shaking or water overflow

1. The water in the boiling tank exceeds the scale line of the maximum water level.

2. The sealing ring of the machine head component is not installed well, it needs to be taken out and 

reinstalled.

3. The outlet nozzle is clogged - needs to be replaced or cleaned.
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4.Top body socket

7.Water outlets

10.Reset switch
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Clean & Simple
Ultrasonic Enzymatic Tablets
PN#CS0064


