
CHAR  ACTERISTICS: 

 Induction Loop for service points, small rooms
an  d vehicles ...

 Easy to set up

 1 m icrophone input (3,5mm jack socket)

1 audio input (3,5mm jack socket)

1 audio output (3,5mm jack socket, for headsets,
headphones, etc…)

 Tone modulation

 Vol  ume input control

 Adjustable audio level (headsets, headphones…)

 Adj  ustable loop current

 Visual indicator of the magnetic field level

 Vi  sual indicator of the loop current

 Possibility of connecting up to 40m cable to cover
a room of 10 square meters up to 50 square
meters (included)

 Wal l mountable

 Dimensions: 150 x 70 x 40 mm

 Weight: 320g

INCLUDED ACCESSORIES 

WITH THE LH160V2: 

 Desk microphone 
(2.1m cord)

  International power 

 supply 110 - 230V   

 AC/12VDC 1.5A  

 1mm² cable reel x 40m

Packa  ges available : 

 Car Pack: Including: 1 LH160V2 + 1 12VDC 1.5A cig arette 
lighter adapter + 1 lapel microphone + 1 cushion mat with 
built in induction coil.

 WALLOOP Pack: Including: 1 LH160V2 + 1 WALLOOP  + 1 
International 110- 230V AC/12VDC 1.5A power supply 
+ 1 desk microphone + 1 mounting Kit

Complies with EN60118-4. 

OPTIONAL ACCESSORIES 

 LH  A2: Earphone with craddle
 LHA3: Handset shaped earphone with wall bracket

ROOM PACK 
LoopHear

TM

160V2
 Amplifier for fixed induction loop 

DESCRIPTION 

The ROOM PACK is a magnetic induction loop that 
can be used in all small rooms up to 50m² in size. 
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